PVC HYDROPHONE CONSTRUCTION PARTS LIST
                 (1) 1 X 1 ½” PVC COUPLER

                 (2) 2 X 1 ½” SEGMENTS OF PIPE (VERY LITTLE LENGTH REQUIRED)

                 (3) 8 X ¼” X 3” BOLTS

                 (4) 8 X ¼” nuts

                 (5) 16 X ¼” FLAT WASHERS

                 (6) 8 X ¼” LOCK WASHERS

                 (7) 1 X HYDRAULIC COMPRESSION FITTING

                 (8) 1 X TEFLON COMPRESSION RING

                 (9) DESIRED LENGTH OF STANDARD RUBBER COATED POWER CORD CABLE (14/3)
                 (10) 1 X PIEZO ELEMENT 27MM IN DIAMETER WITH ATTACHED LEADS

                 (11) 5MM PLEXIGLASS 1’ X 1’ SQUARE
                 (12) 1 X ¼” DRILL BIT

                 (13) 1 X ¼” PLUG JACK WITH SOLDER TYPE LEADS (RADIO SHACK)

                 (14) GOOP SEALANT TUBE

                 (15) 1 X SMALL TUBE OF SUPERGLUE

                 (16) SOLDER AND SOLDER GUN

                 (17) HEAT SHRINK ASSORTMENT

                 (18) 2 X 3/16 WIDE X 1 ¾” I. D. X 2 1/8” O.D. “O” RINGS
                 (19) 3 3/8” HOLE SAW

----END OF REQUIRED PARTS AND SUPPLIES LISTING---
